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MULTIFUNCTIONAL CONSOLE FOR CHAFF-LAUNCH SYSTEM

Description

Display 

Control desk 

Processor

RAM Memory

Backplane 

Operating System

Graphic Processor 

Hard disk

DAT

Additional Memory support 

Diagnostics 

Power Supply 

Operating range of tempera-
ture

Humidity

Salt

Vibration

Drip-proof

Shock 

Safety

EMI

One 20” LCD monitor DL20000
 
1 alfanumeric keyboard, 1 trackball, 1 multifunctional TAMUL keyboard

2 PowerPC 750, 366 MHz

16 MB expandable up to 128 MB

20 slots Bus VME

LynxOS

CPCI-Gx module

9 GB with SCSI interface

1 DAT drive with SCSI interface for back-up data

No

Built-in test equipment (BITE)

115VAC, single phase, 50/60 Hz
1.5 KVA Power Consumption
1 Power Distribution Unit

From 0°C to +50°C as per
MIL-STD 2036 par. 5.1.2.17.1 for 
inner units

More than 80% at +40°C 
non-condensing

MIL-STD-2036 par. 5.1.2.12.2

MIL-STD-167-1: 14-100 Hz, 
Ampl. 0.2g peak

MIL-STD-108E

0.5 sine, 30 g for 11 milliseconds

MIL-STD 2036 par.4.10.

MIL-STD-461E.

DIMENSIONS

Height

Width

Depth

Weight

AVAILABLE INTERFACES

- 1 Ethernet 10/100 interface

- 1 synchro interface

- 1 NTDS interface

1120 mm

610 mm

880 mm

145 Kg

FITTED ON THE “HORIZON” FRIGATES AND THE “CAVOUR” AIRCRAFT CARRIER

ENVIRONMENTAL REQUIREMENTS

TECHNICAL SPECIFICATION

SCLAR H-HO 


